




3HPEC LSI-11,11/2,11/23 (QBUS) AND PDI 


WINCHESTER CONTROLLERS 

• Controllers for most 8" or 5% " Winchesters. 

• RL01/02, RK05 and HP02KJ3 emulations allows you to 
optimize disc formatted storage capacities. 

• Proprietary Bus (Priam, IMI, BASF), ANSI Bus, SA1000, 
SA4000, and SMD disk interfaces. • Automatic self-test 

• RT-11, RSX, RSTS and UNIX OS. software compatibility. 

• Variable mapping. • Automatic media flaw compensation. 


3M CARTRIDGE OR DUAL WIDE 
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* RT11, RSTS and UNfX OS. software J 


Automatic seif-test 



• UNIVERSAL CHASSIS, WITH CONTROLLERS, ACCOMMODATES ANY TWO DRIVES. 

• ALLOWS SELECTION OF PERIPHERAL VENDOR AND DEVICE BEST SUITED FOR YOUR APPLICATION. 

• TWO FUNCTIONAL INDEPENDENT CONTROLLERS WITH SEPARATE DATA PATHS. 

• ALLOWS “TRUE” SIMULTANEOUS SOFTWARE CONTROL AND DATA TRANSFERS, PROVIDING 

2 COMPLETE PERIPHERAL SUBSYSTEMS. 

• CHASSIS AVAILABLE IN 5W' OR 7" HEIGHTS TO ACCOMMODATE DRIVES FROM ANY OF ABOVE MANUFACTURERS. 

Sample combination: Priam 3450 (34MB)/Kennedy 6450 































































